
Fumex FB is a range of radial fans for 
the extraction of gases, smoke and small 
particles. For Airflows range from 200 
m³/ h (55l/s) to 11,000 m³/h (3,050 l/s)

The impeller with it’s curved blades is 
manufactured from welded sheet steel 
and is electro-galvanised as standard.

The fans are optimised for use together 
with the Fumex product range for local 
extraction in industrial environments 
and vehicle workshops.

There are a number of accessories 
available for the FB range to make 
installation and use easier and more 
efficient. 

The high efficiency meets the 
requirements of ErP for 2015.

A focus on performance and 
design gives FB many benefits

The Fumex range also includes local extraction, accessories, automatic control and filters compatible with the fans.

F A N S
Pure benefits



Designation Nominal speed 
(rpm)

Rated power 
(kW)

Rated current A Voltage V

3-phase
230V     400V

FB 037-3 2800 0.37 1.68 0.97 230/400

FB 055-3 2800 0.55 2.30 1.33 230/400

FB 075-3 2800 0.75 3.11 1.80 230/400

FB 110-3 2800 1.10 4.10 2.37 230/400

FB 220-3 2800 2.20 7.90 4.60 230/400

FB 400-3 2800 4.00 13.50 7.80 230/400

FB 750-3 2800 7.50 23.90 13.80 230/400

Motor data

Designation Nominal speed 
(rpm)

Rated power 
(kW)

Rated current 
A

Voltage V

1-phase
230V

FB 037-1 2800 0.37 2.75 230

FB 055-1 2800 0.55 3.60 230

FB 075-1 2800 0.75 5.10 230

FB 110-1 2800 1.10 7.30 230

ERP 2015

The aim of ErP 2015 (Energy related Products) is to reduce CO2 emissions by 20%. 
ErP 2015 defines the lowest permitted efficiency for all fans with a power output from 
125W to 500kW. Minimum efficiency relates to the whole system including fan, motor 
and, if relevant, transmission.

ErP 2015 is valid from 01/01/2015 and is a requirement that must be met in order to use the product in EU Member States. 
Fumex wishes to support the development of increased energy efficiency, sustainability, responsible manufacturing and recycling. 
All Fumex products that are covered by the Directive 2009/125/EC either satisfy or exceed the requirements of ErP. 



1200

1000

800

600

400

200

500 1000 1500 20000

100 200 300 400

(68)

(66)

(68)

(69)

FB 037

FB 055
1400

1000

800

600

400

200

500 1000 1500 20000

1200

100 200 300 400 500

(73)

(72)

(72)

(74)

Fan performance - noise data in brackets
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Energy-optimal operating point 

Air flow: 995 m3/h

Static pressure: 922 Pa

Speed: 2889 rpm

Ƞse: 49.4%

Energy-optimal operating point 

Air flow: 792 m3/h

Static pressure: 941 Pa

Speed: 2936 rpm

Ƞse: 49.5%

Air flow [l/s]

Air flow [l/s]

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.
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Fan performance - noise data in brackets
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Energy-optimal operating point 

Air flow: 1518 m3/h

Static pressure: 1543 Pa

Speed: 2891 rpm

Ƞse: 54.1 %

Energy-optimal operating point 

Air flow: 1170 m3/h

Static pressure: 1300 Pa

Speed: 2883 rpm

Ƞse: 51.1 %

Air flow [l/s]

Air flow [l/s]

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.
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Fan performance - noise data in brackets

Air flow [m3/h]

St
at

ic
 p

re
ss

ur
e 

[P
a]

Air flow [m3/h]

St
at

ic
 p

re
ss

ur
e 

[P
a]

Energy-optimal operating point 

Air flow: 4542 m3/h

Static pressure: 2052 Pa

Speed: 2926 rpm

Ƞse: 58.3 %

Energy-optimal operating point 

Air flow: 2420 m3/h

Static pressure: 1875 Pa

Speed: 2927 rpm

Ƞse: 55.7 %

Air flow [l/s]

Air flow [l/s]

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.
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Fan performance - noise data in brackets
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Energy-optimal operating point 

Air flow: 7126 m3/h

Static pressure: 2595 Pa

Speed: 2928 rpm

Ƞse: 60.9 %

Air flow [l/s]

Sound Pressure Lp dB(A), is shown in the diagram above with the fan’s pressure side and suction side duct connected. The specified sound pressure levels 
are measured at distance of 1 m from the fan in premises with a room attenuation of 8 dB.

Sound power (Lwt) measured according to ISO 5801. Available on the Fumex website.
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Designation Dimensions (mm) Total 
weight

A B C D E F G H Ø Kg
FB 037 508 430 383 306 131 189 330 80 160 21

FB 055 508 430 406 306 154 189 330 80 160 22

FB 075 566 481 452 340 168 212 360 90 200 29

FB 110 634 538 449 380 165 239 380 90 200 35

FB 220 707 603 507 422 180 271 440 140 250 49

FB 400 861 717 636 522 240 361 540 140 400 73

FB 750 982 794 742 606 283 401 632 155 500 107

FB 037  
FB 055
FB 075
FB 110

FB 220  
FB 400
FB 750

FB 220, FB 400 and FB 750 are manufactured 
with reinforcement and lifting eyesFootprint

Footprint
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Accessories

FBO, transition from rectangular to round connection 
Mounted on the fan's outlet.

Designation A1 A2 B1 B2 C D

FBO 037 229 189 130 171 194 158
FBO 055 189 229 154 194 194 158
FBO 075 212 252 167 208 244 198
FBO 110 239 279 164 205 244 198
FBO 220 271 311 179 220 254 248
FBO 400 361 401 239 280 344 398
FBO 750 401 441 282 323 444 498

FBD, Flexible connector to the fan's suction side, 
including 2 assembly clamps

FBD 055 is compatible with FB 037 and FB 055.	 Ø160 mm
FBD 110 is compatible with FB 075 and FB 110.	 Ø200 mm
FBD 220 is compatible with FB 220.			  Ø250 mm
FBD 400 is compatible with FB 400.			  Ø400 mm
FBD 750 is compatible with FB 750.			  Ø500 mm

FBV, Vibration damper kit, consisting of four vibration dampers 
manufactured in natural rubber with a hardness of 60° IRH. 
Designed for use to prevent the spread of vibrations.

FBV 110 is compatible with FB 037-FB 110	 40 X 30 mm / M8  
FBV 750 is compatible with FB 220-FB 750	 50 X 30 mm / M10

FBF, Mounting plate designed for use in the simple, secure 
mounting of fans on walls of uneven material, e.g. corrugated 
sheet metal. Supplied complete with vibration damper,
for optimal function.

FBF 110 is compatible with  
FB 037, 055, 075 and 110			   662 x 662 mm
FBF 750 is compatible with  
FB 220, 400 and 750			   762 x 662 mm

SSB 750, Safety switch with lockable lever. Supplied with  
2 M25 entries. 				    138 x 63 x 118 mm

Fan housing
Manufactured in powder-coated sheet steel as standard.

Impeller
The impeller with curved blades is manufactured in welded 
sheet steel, and is electro-galvanised as standard.

Motor
3-phase or 1-phase asynchronous motor. Protection class IP 55. 

Production
The FB range of fans is manufactured in accordance with  
the following standards in the Machinery Directive:  
SS-EN 60335-2-65, 60335-2-80 & 60335-1.
The efficiency of the fans is measured in accordance with the 
ErP ordinance. 

Additional information
The operating temperature for the fan is a maximum air 
temperature of 80°C and a maximum ambient temperature 
of 40°C.

Accessories
The Fumex product range also includes contactors 
and manually operated protective motor switches. 
The Fumex SFC frequency converter is used for speed 
control, and this can be combined with the ST 300 
pressure regulator for economic control (see product 
sheet for Automatic Control).


